
Premium Colors

Beige Classic Blue Titanium Silver Red Black

Standard Colors

Dark Gray White Dark Green Bright Blue

The Car You Need, Right Now
The days of piecing together the right range picker for your course are over.  

When you add the convenient Club Car Range Picker Package to the Carryall 

300 or Carryall 500, you get exactly what you need, in one car, to get the job 

done. Now, you can spend more time caring for your course and less time 

trying to “build” a machine to do it.

RANGE PICKER

Range cab

Limited slip 
differential

Extra traction tires

Cargo box
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GASOLINE GASOLINE

CARRYALL 500CARRYALL 300

1.800.CLUBCAR | 1.706.863.3000 | clubcar.com

The Carryall 300 Turf is the only utility vehicle equipped 
with E.R.I.C., Club’s Car’s advanced charging system. 
Effi cient. Reliable. Intelligent. Connected. E.R.I.C. does it 
all. With cutting-edge features built into a smaller, lighter 
and infi nitely smarter design, E.R.I.C. will have an 
immediate impact on your operation.

EFI OVERHEAD CAM ENGINE 
At the heart of Carryall hums our new power plant, sporting a 14 
horsepower rated engine. The overhead cam engine with electronic 
fuel injection (EFI) delivers a 30% power boost and still reduces fuel 
consumption by up to 50%.

SAVE ON MORE THAN JUST FUEL COSTS.

•  Build quality, including case-hardened steel timing chain, 
lowers maintenance costs

• Runs cooler, quieter, with lower emissions

• Weathers all conditions; starts fast even on the coldest mornings

• Automatically adjusts for higher altitudes

• No carburetor or choke to master or maintain

• No oil fi lter to change; splash lubrication reduces maintenance

• Backed by the industry’s best warranty

ENGINE/MOTOR TYPE 4-cycle 4-cycle

CONTROLLER N/A N/A

DISPLACEMENT 404 cc 404 cc

CYLINDERS Single Single

VALVING Overhead cam Overhead cam

COOLING Air cooled Air cooled

HORSEPOWER (RATED) 
14.0 hp (10.3 kW) 

rated @ 3,600 rpm per SAE J1940
14.0 hp (10.3 kW) 

rated @ 3,600 rpm per SAE J1940

MAX TORQUE 19.91 ft lb (27.0 Nm) rated @ 2,400 rpm 19.91 ft lb (27.0 Nm) rated @ 2,400 rpm

LUBRICATION Splash lubrication Splash lubrication

GOVERNOR Ground speed Ground speed

TRANSMISSION Continuously Variable Transmission (CVT) Continuously Variable Transmission (CVT)

FRONT/REAR DIFFERENTIAL N/A N/A

GEAR SELECTION Forward/Neutral/Reverse  Forward/Neutral/Reverse

GEAR RATIO 11.47:1 forward; 15.63:1 reverse 11.47:1 forward; 15.63:1 reverse

IGNITION Capacitive discharge Capacitive discharge

BATTERY 12-volt 500 CCA 105 min reserve 12-volt 500 CCA 105 min reserve

CHARGER N/A N/A

HEADLIGHTS Two 37.5 watt halogen   Two 37.5 watt halogen

FUEL DELIVERY SYSTEM Electronic Fuel Injection (EFI) Electronic Fuel Injection (EFI)

FUEL CAPACITY 5.5 gal (20.8 L) 5.5 gal (20.8 L)

STEERING MECHANISM Self-adjusting rack and pinion Self-adjusting rack and pinion

SUSPENSION (FRONT)
Independent leaf spring with 

dual hydraulic shocks
Independent leaf spring with 

dual hydraulic shocks

SUSPENSION (REAR)
Semi-independent leaf spring with dual 

hydraulic shocks
Semi-independent leaf spring with dual 

hydraulic shocks

BRAKES Rear mechanical drum 4-wheel mechanical drum

PARK BRAKE Foot operated, multi-lock Foot operated, multi-lock

BODY (FRONT & FINISH)
ArmorFlex® with automotive paint/

clearcoat
ArmorFlex® with automotive paint/

clearcoat

BODY (FRAME & REAR) Aluminum Aluminum

TIRES (FRONT) 20 x 10-10, 6-ply 20 x 10-10, 6-ply

TIRES (REAR) 20 x 10-10, 6-ply 20 x 10-10, 6-ply

WHEELBASE 65.5 in (166.3 cm) 78.1 in (198.3 cm)

OVERALL HEIGHT 47.1 in (119.6 cm) 47.1 in (119.6 cm)

OVERALL LENGTH 110.1 in  (279.6 cm) 118 in (299.7cm)

BED L X W X H (CARGO BOX)
36.2 x 47.5 x 10.5 in

(91.9 x 120.6 x 26.6 cm)
44.2 x 47.5 x 10.5 in

(112.2 x 120.6 x 26.6 cm)

DIFFERENTIAL GROUND CLEARANCE 5.2 in (13.2 cm) 5.2 in (13.2 cm)

TRACK WIDTH (FRONT) 36.6 in (92.9 cm) 36.6 in (92.9 cm)

TRACK WIDTH (REAR) 39.5 in (100.3 cm) 39.5 in (100.3 cm)

MAX WIDTH (W/O MIRRORS) 50.3 in (127.7cm) 50.3 in (127.7cm)

CURB WEIGHT (W/ BATTERIES) 817 lb (370. 5 kg) 907 lb (411.4 kg)

TOTAL VEHICLE CAPACITY 800 lb (362.8 kg) 1,200 lb (544 kg)

BED LOAD CAPACITY 300 lb (136.0 kg) 800 lb (362.8 kg)

TOWING CAPACITY 800 lb (362.8 kg) 1,500 lb (680.3 kg)

COMBINED GROSS  VEHICLE CAPACITY 800 lb (362.8 kg) 1,500 lb (680.3 kg)

SPEED 15-17 mph (24-27 kph) 15-17 mph (24-27 kph)

TURNING RADIUS 108.7 in (276.2 cm) 119 in (302.2 cm)

WARRANTY
3-year/3,000 hour limited powertrain/frame; 

2-year limited remaining vehicle
3-year/3,000 hour limited powertrain/frame; 

2-year limited remaining vehicle

RANGE PICKER

Also available in Electric, 
ask your Club Car sales 

representative for details.

Visit clubcar.com for more on Carryall’s warranty.
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